
Technical Information – Boris Roubakine Recital Hall 
Please confirm your technical requirements with Graham Frampton, 403-220-4910  

 

Jump to Stage 
Jump to Audio 
Jump to Lighting 
 
 
Front of House information 
 
Seating Capacity 202 
House Manager 403.220.4906 
FOH Staff Ushers, ticket takers, & coat check 
Ticket outlets Campus Ticket Centre 
Normal Performance Time Evening 8 p.m. 

Matinee 2 p.m. 
Normal Length of Intermission 15 min. 
Remarks Refreshments & licensed bar 

 

 
Stage 
 
Dimensions 
Width downstage 19' - 0" (5.8m) 
Width upstage 38' - 0" (11.6m) 
Depth 12' - 0" (3.7m) 
Free height 12' - 0" (3.7m) 
 
Stage Floor 
Height from auditorium to stage floor 1’ – 6” (0.41 m) 
Material Hardwood in good condition 
 
Wing Space 
Stage Right None 
Stage Left None 
Front Apron None 
Stage Drapes No main curtain, adjustable black velour drape along back wall of stage 

 

 
Hall 
 
Dimensions 
Length 32' - 0" (9.8m)  
Width 54' - 0" (16.5m) 
Free Height 8' - 9" (2.7m) 
Floor Material Linoleum 

 

 
Lighting 
 
Control Location Technical booth at centre rear of auditorium 
Control System Strand-Century 300 24/96 
Dimmers 30 @ 2.4Kw 
 
Stage Lighting Circuits 
FOH 14 @ 20 amps 
Light Pipes  
First 9 @ 20 amps 
Second 12 @ 20 amps 
Connectors 20A 120v TLG 
Aux power source Not available 
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House Plot Instruments 
CCT Minuette Variable Beam Ellipsoidal - 500W 8 
Kliegl 6" Fresnel - 750W 12 
Strand 4 1/2 x 6 1/2 Fixed Beam Ellipsoidal - 500W 4 
Strand 6 x 9 2 

 

 
Audio 
 
Control Location Technical booth at centre rear of auditorium 
Mixing Console Mackie 1604 VLC Pro - 16 inputs, 4 outputs 
Tascam CDA500 CD / Cassette Player 1 
Speakers: JBL sound power 2 – fixed at proscenium 
Microphones Available upon request 
Other Mic stands, on request 
 

 

Projection Equipment 
 
Location Technical booth at centre rear of auditorium 
 
Equipment 

 

NEC MT 1045 data projector 1 – Additional rental charges for this item 
Kodak Ektagraphic 35mm slide projectors 2 – Additional rental charges for this item 
VHS cassette player mounted stage right in wall 1 – Additional rental charges for this item 
DVD player mounted stage right in wall 1 – Additional rental charges for this item 
 
Screen 

 

Location 11’ – 0” (2.5m) upstage 
Height 12’ – 0” (3.5m) 
Width 14’ – 0” (3.75m), adjustable masking 
 

 

Intercom System 
 
Master station Located in technical booth 
Type Clear Com PS 10K, line to stage left 
 

 
Dressing Rooms 
 
One 2-person room equipped with mirror, make-up lights and costume rack 
No plumbing 
Access to dressing room from outside or from house 
Washrooms 100’ (30.5m) from stage 

 

 
Loading area 
 
Location Rear auditorium 
Loading Door 3' - 6" (1.1m) W x 6’-8” (2.1m) H 

 

 
General Information 
 
Piano 1 Baldwin 7’ Grand  (for local tuner, please contact) 
Crew Theatre staff, on request 

 

 

mailto:technical@theatreservices.ca?subject=Tuner%20for%20piano
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Remarks 
 
White board permanently mounted up stage centre 
Additional lighting / sound equipment on request 

 

 


