Jump to Stage
Jump to Audio
Jump to Lighting

Front of House information

Seating Capacity

House Manager

FOH Staff

Ticket outlets

Normal Performance Time

Normal Length of Intermission
Remarks

384

403.220.4906

Ushers, ticket takers, & coat check

Campus Ticket Centre

Evening 8 p.m.

Matinee 2 p.m.

15 min.

Refreshments & licensed bar in the lobby, assistive listening system available

Stage

Dimensions

Width 38'-0" (11.5m)
Depth 33'-0"(10.3m)
Free height 26'-0" (8m)
NOTE: access to stage is through doorways

Stage Floor

Height from auditorium to stage floor 3'-0"(0.9m)
Material Hardwood in good condition
Wing Space

Stage Right None

Stage Left None

Front Apron None

Stage Drapes None

Hall

Dimensions

Length 59'-0" (18m)
Width 57'-0" (17.5m)
Free Height 27'-0" (8.5m)

Floor Material

Concrete and Carpet

Lighting

Control Location
Control System
Dimmers

Stage Lighting Circuits
FOH

Light Pipes

First

Second

Third

Floor

Connectors

Technical booth at centre rear of auditorium
E.T.C. lon
96 @ 2.4Kw

36 @ 20 amps

20 @ 20 amps
16 @ 20 amps
20 @ 20 amps
4 @ 20 amps

20A 120v TLG



Road Power

House Plot Instruments
20° Altman Shakespeare ellipsoidal spots - 575W
30° Altman Shakespeare ellipsoidal spots - 575W
40° Altman Shakespeare ellipsoidal spots - 575W
Source 4 Parnel —575W

50 amp 3 phase service at loading dock 26m (85') to centre of stage

22
39

15

Audio

Control Location
Mixing Console

Playback/Recording Equipment
Tascam 112RMKII Cassette
Tascam CD305 5 CD Changer
Fostex D15 DAT Recorder
Tascam MD301 MD Recorder
HHB CDR850 DC recorder

Loudspeakers

Meyer UPA-2C at centre stage cluster
Meyer UPA-1C at centre stage cluster
Meyer MTS-4 side fill at stage level
Mackie SRM 450 monitors

Mackie SRM 350 monitors

Portable System / FOH Mix Equipment
Yamaha 01V digital mixers

Mackie 1642 - VLZ Pro

Sony MDS-E11 mini disk recorder
Tascam CD - 401 MKII

Tascam 112R MKII cassette

dbx 2231 equalizers

Wireless Microphones

Microphones

Other

Technical booth at centre rear of auditorium

Yamaha M7CL 32 Channel
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Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item

Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item
Additional rental charges for this item

Various on request
Mic stands, on request

Recording Studio
Location

Media and control

Sadie Artemis 16 X 16 Digital Audio Workstation
Genex GX 500 96/24 recorders

Tascam CA88 8 channel recorder

Tascam DA-45HR DAT deck

Microphones

dbx 786 dual channel microphone pre-amps
Millennia HD-3D microphone pre-amp

Soundfield Mark V microphone with control/pre-amp
Neuman USM69i stereo microphone

Neuman U87A microphones

Neuman KM140 microphones

AKG C414 BTLII microphones

Coles 4038 ribbon microphones

DPA 4003 microphones

Control room located off stage left
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Convertors and monitors

dCS 904 analogue/digital converters

dCS 954 digital/analogue converters

dCS 992 master word clock

Tannoy 5.1 monitor speaker system

Martin sound MultiMAX surround sound controller
ASC Attack Wall and Studio Traps

R R R R WwWw

Projection Equipment — available on request

LCD Projector

Computer

Screens

Location

Size(s)

DVD - Blu Ray player

Ektagraphic 35mm slide projectors
High intensity overhead projector

Intercom System
Master station

Type

NEC NP PA550W
Various

3

Dalite Fast Fold

10’ —=0” (3m) X 14’ = 0” (4.2m) and 9’ — 0” (2.7m) X 16’ — 0” (4.9m)
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Clear Com PK-5

Orchestral Equipment

Ronald B. Bond Bach Organ

Stands and chairs
Music stands
Padded music chairs
Padded cello chairs

Pianos

Yamaha 9’ Grand
Steinway 9’ Grand
C. Bechstein

Local tuner

Risers

3-step choral risers

4’ x 8 x 8" risers

4’ x 8 x 16” or 24” risers

150 — Wenger metal stands
120
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Dressing Rooms

One conductor room equipped with mirror, make-up tables with lights, sink and toilet
Two 20 people rooms equipped with sinks, make-up tables with lights, toilets, shower and lockers

Rehearsal/warm-up room and green room available in backstage area

Loading area

Location
Loading Door

Backstage - 9.5m to stage left entrance
9'-6" (3m) W x 13’ (4m) H

NOTE: Loading 14" w 18' d with doorway leading to stage area 5' - 10" w x 6' - 10" h

Locate


http://music.ucalgary.ca/organ/
mailto:technical@theatreservices.ca?subject=Tuner%20for%20piano

